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I FUNCTIONAL DESCRIPTION 



The 3100B ADRET synthesizer is a digitally controlled 
tn ?nn m, f . y y contr °Hed signal generator which delivers all 0 m w 7 

to 200 kHz frequencies with 0.01 Hz resolution. 0-01 H 

The synthesized frequency can be either manually dialled f-hrn.mh * 

front panel of the instrument (Local mode), or programmed in parallel BCD code' 

to the programming connector on the rear panel of the instrument (Remote mode). 1903 * ^ 

Two channels A and B simultaneously deliver two outnut cinn^ic i u 
50 „ »p,d,hc e ,„d an el e ctr™ot„e force adjustable fr« 0 to 0 1, £ " 1th 5 0 or 

by Channel A can h„e the forms . fne , ,Peak - ’ We ''' tte S ’>»' 

negative „„are wave. TTL level sgoare wave Wa,e ' metrical square wave. 



options 



According to the user’s needs, the 31008 generator synthesiser can be fitted with the folio., 



ng 



Option 31 1 IB : progranmable attenuator 
This option allows to attenuate one of the output sianaU n f t-h 

~ £ r £=H= r ‘ 

Option 3112B : programmable phase-shifter 

This option delivers a sinusoidal signal phase-shifted from 0° to 359 9“ with r.na.d ♦ .. . 

of channel A of the 3100B generator synthesiser. The phase-shift value can L 1 S ’ 9nal 

through four thumbwheel switches in Local mndp n 56 either ma nuaj ly dial led 

Remote mode. The electromotive force of the phlse-shiZTignal f ^ ^ 

5 Q or 50 0 output impedance. 9 S adjUStab1e 0 to 10 Vpeak with 



- Option 3114B : Search and Sweep 



This option allows progressive frequency variation of the generator 
Four modes of operation are possible depending on the function required : 

- Search function 



synthesizer output 



signals . 



- Free-run Sweep 

- Triggered Sweep 



Search or Sweep by external signal 



In all cases , 



twenty-one "birdy" or rectified markers 



display the frequency variation 



achieved. 
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II SPECIFICATIONS 



II-l SPECIFICATIONS OF SYNTHESIZER 3100B 
FREQUENCY 

Range : O.OI Hz to 199 999.99 Hz 

Resolution : O.OI Hz 

Selection : with 8 digits 

Stability : + 2.10~ 5 from 0°C to + 50°C 

+ 5.10~7 per day after 8 hours 'operation. 



EXTERNAL REFERENCE 

Substitution of the built-in master oscillator for the external reference. 

Frequency : 10 MHz 

Level : 50 mVrms to 1 Vrms/50 a. 

10 MHz REFERENCE OUTPUT 

Level : 100 mVrms/50 a. 

OUTPUT SIGNALS 

The synthesized signal is simultaneously available on four different outputs : 

Main output A : Provides sine wave, positive , negative , symmetrical or 
TTL square wave. 

Main output B : Sine wave, phase-shifted from + 90° with respect to the outputs A wave. 

Auxiliary output A : sine wave. 

Auxiliary output B : sine wave, phase-shifted from + 90° with respect to the outputs A wave. 
MAIN OUTPUT A 

Provides sine wave, positive, negative, symmetrical or TTL square wave. 

• Square waves rise and fall time : 100 ns 

• Square waves duty cycle : 50 % + 2 % 

Output level : 

• Sine wave : 

e.m.f. variable : 0 V to 10 V peak 

e.m.f. calibrated : 7 V peak + 5 % 

• Positive or negative square wave : 

e.m.f. variable : 0 V to 10 Vp-p 

e.m.f. calibrated : 7 Vp-p ± 5 % 



II-l 



• Symmetrical square wave : 

e.m.f. variable : 0 V to 10 V peak 
e.m.f. calibrated : 7 V peak + 5 % 

• TTL square waves : 

e.m.f. calibrated : 3.8 V p-p + 5 % 

Output level flatness : + 3 % within the entire frequency range. 

Output impedance : 50 fl or 5 0 
Output current : maximum 100 mA peak 

Output level attenuation (50 0 impedance) : 

• Dynamic range : 70 dB 

• Resolution : 10 dB 

• Accuracy : +0.5 dB 

MAIN OUTPUT B 

Sine wave with 90° phase-shift from main output signal. 

Phase-shift accuracy with respect to main output sine wave with calibrated e.m.f. : + 0.5° 
Output level : 

• e.m.f. variable : 0 V to 10 V peak 

• e.m.f. calibrated : 7 V peak +5 % 

Output level flatness : ± 3 % within the entire frequency range. 

Output impedance : 50 o or 5 0 
Output current : maximum 100 mA peak 

AUXILIARY OUTPUT A 

Sine wave in phase with main output A. 

Output level : 2 Vpeak e.m.f. 

Load impedance : 1 kft minimum 

AUXILIARY OUTPUT B 

Sine wave with 90° phase-shift from signal of auxiliary output A. 

Output level : 2 Vpeak e.m.f. 

Load impedance : 1 kfl minimum 

SPECTRAL PURITY 

(measured on main outputs with calibrated e.m.f. and 50 u impedance) 

Sine wave harmonic signals : - 50 dB 

Non-harmonic signals : - .70 dB 

Phase noise in a 1 Hz band : 

- 110 dB at 100 Hz from carrier 

- 115 dB at 1 kHz from carrier 

- 125 dB at 10 kHz from carrier. 
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FREQUENCY PROGRAMMING 



Selection of the Local or Remote mode is achieved either through a front-panel switch or 
a rear-panel programming connector, with priority for the Remote mode. 

• Current-source positive TTL logic : 

"1" level : + 2 V to + 5 V/0.1 mA 
"0" level : 0 V to + 0.4 V/0.2 mA 

• 1 -2-4-8 parallel BCD code 

• Resolution : 0.01 Hz 

• Settl ing times : 



Digits affected by 
frequency switching 

■ 


Settling time at 100 Hz 
from final frequency 


Settling time at 10 Hz 
from final frequency 


10 5 Hz 
to 10 3 Hz 


0.5 ms 


1 ms 


Less than 
or equal to 

10 2 Hz 


Frequency error less than 1 Hz 
after 1 ms 



The above-mentioned settling times depend only on the weight of the digits 
affected by frequency switching. 



POWER REQUIREMENTS 

Voltage : 115 V/230 V (+ 10 %) 

Frequency : 50 Hz to 400 Hz 
Consumption : 40 VA 



MECHANICAL DATA 

Adaptable to 19" rack 
Height : 132 mm (3U) 

Width : 440 mm 
Overall depth : 452 mm 

Weight : 10 kg to 12 kg according to options. 



TEMPERATURE RANGE 



Operation : 0°C to + 50°C 
Storage : - 20°C to + 70°C 



through 




II-2 SPECIFICATIONS OF OPTION 3111B 



ATTENUATION 

Dynamic range : 79.9 dB 
Resolution : 0.1 dB 
Selection : by 3 rotary switches 
Characteristic impedance : 50 n 
Accuracy : 

• 0.1 dB steps : + 0.05 dB 

• 1 dB steps : i 0.1 dB 

• 10 dB steps : + 0.2 dB 

• Maximum error : ± 1 dB 



MAXIMUM PHASE-SHIFT 




PROGRAMMING 

• • Current-source positive TTL logic : 
"1" level : + 2 V to + 5 V/0.1 mA 

"0" level : 0 V to + 0.4 V/ 0.2 mA 

• 1-2-4-8 parallel BCD code 

• Resolution : 0.1 dB 

• Switching time : 3 ms 



1 1-3 SPECIFICATIONS OF OPTION 3112B 



PHASE-SHIFT 

Range : 0° to 359.9° 

Resolution : 0.1° 

Selection : by 4 thumbwheel switches 

Phase-shift accuracy : measured with respect to the main output A sine wave, with calibrated e.m.f. 
and 50 0 impedance. 

• Linearity : + 1° 

• Phase/frequency response : + 1° 

• Phase/temperature response : + 0.025 degree/°C 



OUTPUT LEVEL 

Waveform : sine wave 
Output level : 

• e.m.f. variable : 0 V to 10 Vpeak 

• e.m.f. calibrated : 7 V peak + 5 % 

Output level flatness : + 3 % within the entire frequency range 
Output impedance : 50 n or 5 n 
Output current : maximum 100 mA peak 



SPECTRAL PURITY 

(measured with calibrated e.m.f. and 50 n impedance) 

Harmonic signals : - 45 dB 

Non-harmonic signals : - 65 dB 

Phase-noise in a 1 Hz band : 

- 110 dB at 100 Hz from carrier 

- 115 dB at 1 kHz from carrier 



PHASE-SHIFT PROGRAMMING 

• Current-source positive TTL logic : 

“1" level : + 2 V to + 5 V/0.1 mA 
”0" level : 0 V to + 0.4 V/ 0.2 mA 

t 1-2-4-8 parallel BCD code 

• Resolution : 0.1° 

• Switching time : 20 ms 
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1 1-4 SPECIFICATIONS OF OPTION 3 1 1 4 B 



OPERATING MODES 

Manual mode : Continuous adjustment of the Synthesizer output frequency (Search function). 
Free-run mode : Sweep by symmetrical triangular wave. 

Triggered mode : Sawtooth sweep. 

External mode : Sweep by external voltage. 



MANUAL MODE (Search function) 

Ranges : + 1 Hz. + 10 Hz, + 100 Hz, + 1 kHz, + 10 kHz. 

• Search range display by LED indicators on the 3100B Mainframe. 

• Continuous adjustment by ten-turn potentiometer of the Synthesizer output frequency around 
the frequency set on the switches located on the left of Search range indicator. 

t Frequency interpolation display on + 1, 0, - 1 graduated scale. 

Resolution : + 2 % 

Interpolation oscillator output : 

On rear-panel BNC connector : 5 MHz + 1 MHz for + 100 % of the Search range. 

• Level : approximately 200 mVrms/50 ft 

• Interpolation oscillator centering by front-panel split-shaft potentiometer. 

• Stability : + 10"^/10 mn 

FREE-RUN OR TRIGGERED MODE 

Ranges : ± 1 Hz, + 10 Hz, + 100 Hz, + 1 kHz, + 10 kHz. 

• Dispersion range display by LED indicators on the 3100B Mainframe. 

• Continuous dispersion adjustment by ten-turn potentiometer, with display on + 1, 0, - 1 

graduated scale. 

Resolution : + 2 % 

Interpolation oscillator output : 

On rear-panel BNC connector : 5 MHz + 1 MHz for + 100 % of the dispersion range. 

• Level : approximately 200 mVrms/50 ft 

• Interpolation oscillator centering by front-panel split-shaft potentiometer. 

• Stability : + 10~3/ 10 mn 

Sweep 

• Duration : 10 ms to 300 s 

• In triggered mode, Start/Stop controls by pushbutton on front-panel or "0“ passing level 

on rear-panel . 

• Sweep signal output : 

Amplitude : + 5 V 
Minimal load : 1 kft 
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EXTERNAL MODE 



Ranges : + 1 Hz, + 10 Hz, + 100 Hz, + 1 kHz, + 10 kHz. 

• Dispersion range display by LED indicators on the 3100B Mainframe. 

• Continuous dispersion adjustment by potentiometer within the selected dispersion range. 
Sweep input 

• 0.5 dB bandwidth : DC to 1 kHz 

• Input impedance : 10 k u 

• Sensitivity : + 5 V for the entire dispersion range 

• Linearity : 




Interpolation oscillator output : 

On rear-panel BNC connector : 5 MHz + 1 MHz for + 100 % of the dispersion range, 

• Level : approximately 200 mVrms/50 O 

• Interpolation oscillator calibration by front-panel split-shaft potentiometer 

• Stability : + 10~3/ 10 mn 



MARKERS 

In Free-run or Triggered mode, as well as in External mode, two types of markers are available 
” B I R D Y " MARKERS : 

• Three markers indicating the center frequency and the extreme frequencies of the dispersion 
range. 

Amplitude : about 500 mVp-p/50 

• 18 intermediate markers 
Amplitude : about 100 mVp-p/50 Q 

• Space between two markers : 10 % of the dispersion range 
RECTIFIED MARKERS : 

• 3 markers indicating the center frequency and the extreme frequencies the dispersion range. 
Amplitude : about 500 mV peak 

• 18 intermediate markers 
Amplitude : about 100 mV peak 

• Space between two markers : 

10 % of the dispersion range 

t Minimal load : 1 kft 
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Ill PRINCIPLE OF OPERATION 



III-l GENERATOR SYNTHESIZER 3100B 

The operation of the 3100B ADRET generator synthesizer is based on indirect frequency synthesis, 
which uses the phase-locking of an oscillator to a reference frequency by means of a programmable divi- 
sion rate counter. 

The elaboration of the synthesizer output frequency is iteratively achieved through six sub- 
assemblies, as shown in the block-diagram of plate III-l. 

- The Centade elaborates the 10* 2 Hz and 10' 1 Hz increments of the output frequency ; 

- Four Standard Decades successively generate the 10° Hz, 10* Hz and 10 3 Hz increments of the 
output frequency ; 

- The Twenty-Increment unit elaborates the ten 10 4 Hz increments and the two 10 5 Hz increments 
of the output frequency. 

The frequency increments generated in each subassembly are incorporated in the following sub- 
assembly where they are divided by 10. 

Thus, the Centade delivers a FI frequency variable from 2 MHz to 1.901 MHz in 1 kHz and 10 kHz 
steps representing the 10 2 Hz and 10 ^ Hz increments of the output frequency. This FI frequency is sent 
to the first Standard Decade where it is added to the frequency carrying the 10° Hz increments of the 
output frequency and afterwards divided by 10. 

This process provides a F2 frequency variable from 2 MHz to 1.9001 MHz in 100 Hz, 1 kHz and 
10 kHz steps representing respectively the 10‘ 2 Hz, 10~1 Hz and 10° Hz increments of the output frequency 
of the generator synthesizer. 

The same method of operation is used in the other three Standard Decades and in the Twenty-Incre- 
ment unit as well, where frequency F6 variable from 8 MHz to 7.200 000 04 MHz in 0.04 Hz steps is issued 
from, carrying all the increments of the output frequency. 

This frequency F6 is divided by 4 in the Output Mixer through a counter providing two signals in 
phase quadrature. Two substractive mixing circuits receiving frequency Fll : 2 MHz issued from the Time 
Base serve to obtain two signals in phase quadrature, the frequency of which varies from 0.01 Hz to 
199.999 99 kHz in 0.01 Hz steps. After amplification and shaping (channel A), these signals constitute 
the A and B outputs of the generator synthesizer. 



1 1 1-2 OPTION 3 1 1 1 B 



The 3 1 1 1 B programmable attenuator consists of ten attenuating cells controlled by a transcoder 
circuit which permits the parallel BCD programming. 
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1 1 1-3 OPTION 3 1 12 B 



The generation of the sine wave phase-shifted from 0° to 359.9° which is delivered by the 3112 B 
programmable phase-shifter is achieved by multiplying the sine waves issued from channels A and B of 
the Output Mixer by two DC voltages representing the cosine and the sine of the * phase-shift angle, and 
then by adding the signals obtained according to the following formula : 

sin (mt + $) = cos sin <ut + sin $. cos tut 

The DC voltages representing cos <f> and sin <f> are elaborated through 3 kHz frequency TTL signals 
generated by a Digital Phase-Shift subassembly. 



1 1 1-4 OPTION 3114B 

The 3114B Search and Sweep option delivers a F12 frequency variable from 2.1 MHz to 1.9 MHz, which 
is substituted for one of frequencies FI to F5, so as to permit continuous variation of the synthesizer 
output frequency within the selected interpolation range. The twenty-one markers spaced every 10 % of the 
interpolation range are generated by frequency beat between the interpolation oscillator frequency and a 
reference signal derived from the Time Base. 
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IV PRELIMINARY INSTRUCTIONS 



IV-l AC LINE CONNECTION 

Connection to mains is achieved on socket (soT) through a three-prong standard cord supplied with 
the instrunent. 

Check that AC line voltage selector (^kT) is on the position corresponding to the mains voltage, 
remembering that the 115 V and 230 V values admit + 10 % variation. 

Two (FT) and CfT) fuses of 250 mA each protect the instrument, without any need to change their 
value according to the mains voltage used. 

In the case where the supply is by square-wave converter, the amplitude of these square waves must 
be 155 Vpeak and AC line voltage selector must be set on 115 V. 




Figure IV-l AC LINE CONNECTION 



IV-2 MOUNTING IN 19 M RACK 

The instrument can be incorporated in a 19" rack thanks to two 3U adapters (reference 03 800064 ) 
delivered on request. 




Figure IV-2 MOUNTING IN 19" RACK 





V OPERATING INSTRUCTIONS 



V- 1 EXTERNAL DESCRIPTION 

The different controls and connections on the front and rear panels of the 3100B synthesizer and 
its options are described on the following plates : 

- Plate V-l : front panel of the 3100B 

- Plate V-2 : rear panel of the 3100B 

- Plate V-3 : programmable attenuator option 3111B 

- Plate V-4 : prograronable phase-shifter option 3112B 

- Plate V-5 : Search and Sweep option 3114B 



V-2 3100B OPERATING INSTRUCTIONS 

V-2-1 SWITCHING ON 

The AC line voltage selector (^T) being in a position compatible with the mains voltage feeding 
the instrunent, switching on is achieved by setting switch(Ta)on position "1", which causes indicator 

(5sT ) to light up. 

V-2-2 LOCAL MODE 

Selection of the Local mode is achieved by releasing "Local /Prog" key . The output frequency 
of the generator synthesizer is then controlled by the eight rotary swi tches (K?) . 







V-2-3 REMOTE MODE 



Selection of the Remote mode is achieved either by pressing "Local /Prog" key ^K3~^ )or sending a "0" 
logic level to pin 17 of programming connector (S02) , the pin assignment of which is indicated in 
figure V-2. 



Rotary swi tches are inhibited in Remote mode and the synthesized frequency programing is 
achieved in parallel BCD code through positive logic TTL signals sent to connector (S02). 




Pin 18 of connector C $02 ) acts as a pilot of the Local/Remote mode of the 3100B synthesizer, as it 
delivers a + 6 V voltage in Remote mode and presents a high impedance in Local mode. 



Pin 20 permanently supplies a + 6 V voltage which can facilitate programming and be used as a pi- 
lot of the instrument operation (maximum current : 50 mA). 

Both in Local and Remote mode, grounding pin 21 inhibits the supply circuits, and the instrument 
ceases to function. 

The input circuit of the programming signals consists of a low-power TTL gate preceded by an R-C 
filter, as shown in figure V-3. 




V-2 





V-2-4 OUTPUT SIGNALS 



The 3100B generator synthesizer permanently delivers four synchronous signals on the following 
connectors : 

Connector (J1) : main output A 
Connector ( 32 ) : main output B 
Connector (33) : auxiliary output A 

Connector (3D : auxiliary output B. 

The output B signals present + 90° phase-shift with regard to the output A signals. 




Figure V-4 OUTPUT SIGNALS 



MAIN OUTPUT A 




The main output A signal is available on connector (3jT) in different shapes selected by key- 
board ('k6~) . 



• Key r\j 
■ 

• Ke yjL 

. Key n_n 
. Key TTL 



sine wave 

negative square wave 

symmetrical square wave (0 V mean value) 

positive square wave 

TTL square wave (0 V/3.8V). 



Except for TTL level, the electromotive force of the signals delivered by connector (jT ) depends 
on M 7V/10V " keyQcT) . This key allows to obtain either an e.m.f. calibrated at 7 Vpeak, or an e.m.f. 
variable from 0 V to 10 Vpeak depending on the setting of potentiometer (TT). 
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Switch provides selection of either a 5 a impedance without the possibility of attenuating 

the output level, or a 50 n impedance with an attenuation variable from 0 dB to 70 dB in 10 dB steps. 

For example, a 700 mVp-p/50 a sine wave, which corresponds to 700 mVpeak e.m.f., is obtained by 

pressing " 7V/10V " key(^K7)and key M •x." of keyboard (fkiP) , and by setting switch C k?) on graduation 

**- 20 ". 



TTL Level : 

When a TTL square wave is selected on keyboard(7T) , " 7V/10V " key(j<7^)and potentiometer (7T) 
are inhibited, but switch(^>is still operating. To obtain a TTL level on connector (Tl^X it is then 
necessary to set switch ^K8^on one of the two "0" graduations, so as to avoid an inopportune attenuation 
of the output signal. 




Main output B delivers on connector C5F) a sine wave phase-shifted from + 90° with regard to the 
main output A signal. 

The(3i) " 7V/10V " key permits selection of either an e.m.f. calibrated at 7 Vpeak, or an e.m.f. 
adjustable from 0 V to 10 Vpeak through potentiometer 

The output impedance is equal to 5 a or 50 n depending on whether "50 n/5 n" key (^K5^) i s pressed 
or released. 



AUXILIARY OUTPUT A 



On connector at the rear of the instrument, auxiliary output A delivers a sine wave in phase 
with main output A. 



The electromotive, force of this output is about 2 Vpeak and its minimum load impedance is 1 ksi . 



| AUXILIARY OUTPUT B | 

On connector (^4^) at the rear of the instrument, auxiliary output B delivers a sine wave phase- 
shifted from + 90° with regard to main output A. 

The electromotive force of this output is about 2 Vpeak dhd its minimum load impedance is 1 kn . 



V-2-5 REFERENCE FREQUENCY 

The synthesizer can be controlled either by the 10 MHz reference frequency delivered by the crys- 
tal oscillator of the Time Base* or by a 10 MHz external frequency. 

When "Int./Ext." switch (Kief) at the rear of the instrunent is set on "Int.", the synthesizer is 
controlled by the 10 MHz reference frequency delivered by the Time Base. This frequency is then available 
on connector CJ5T ) at a level of about 100 mVnms/50 n. 
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Control by external reference is achieved by setting switch (KIO) on "Ext." and by sending on 
connector <^3T) a 10 MHz frequency at 50 mV rms/50 n to 1 V rtns/50 n input level. In this case, the fre- 
quency delivered by the different outputs of the synthesizer has the same stability as the frequency 
applied to connector 




Figure V-5 REFERENCE FREQUENCY 

V-2-6 SUPPLY VOLTAGES OUTPUT 

Socket <§g) , whose pin assignment is indicated in figure V-6, provides + 12 V, + 6 V and - 12 V 
regulated voltages aimed at feeding external circuits. 

Maximum current for each voltage : 20 mA. 




Figure V-6 SOCKET C SOI 






V-3 31 1 1 B OPERATING INSTRUCTIONS 



The 3 1 1 1 B option is a programmable attenuator which provides an attenuation variable from 0 to 
79.9 dB in 0.1 dB steps. 



Connector (jlT) constitutes the attenuator input and connector (ol?) constitutes its outputs. 




Figure \ 7-7 PROGRAMMABLE ATTENUATOR 31 1 IB 



V-3-1 LOCAL MODE 

The Local mode is automatically selected by setting 10 dB steps switch ( ^K13 ) on one of graduations 
M 0" to "7". The 0.1 dB and 1 dB steps of the attenuation are then controlled by switches (joT) and (JO?) 
respectively. 

V-3 -2 REMOTE MODE 

The selection of the Remote mode is achieved either by setting switch (kT?) on the red dot, or 
by sending a “0" logic level on pin 16 of programming connector ( soTT ) , the pin assignment of which is 
indicated in figure V-8. 



Local Local 
Ramot* Ramot* 




R*fT0nc*: SOURIAU DB 2S S 



Figure V-8 PROGRAMING CONNECTOR (sOlT) 
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The attenuat ion programmi ng is achieved in parallel BCD code through positive logic TTL signals 
sent on connector (soTT) . As for the programming of the synthesized frequency, the input circuit of 
the programming signals consists of a low-power TTL gate preceded by an R-C filter (see figure V-3 in 
section V-2-3). 

Pin 15 of connector (SOU) acts as a pilot for the Local/Remote mode of the 3111B progranmble 
attenuator, as it delivers a + 6 V voltage in Remote mode and presents a high impedance in local mode. 

Pin 14 permanently supplies a + 6 V voltage which can facilitate the attenuation progranming 
(maximum current : 50 mA). 



V-4 3 1 1 2 B OPERATING INSTRUCTIONS 



The 3112B plug-in is a programmable phase-shifter which delivers a sine wave phase-shifted from 
0° to 359.9° with regard to the signal delivered by main output A of the 3100B synthesizer.' 




Figure V-9 PROGRAMMABLE PHASE-SHIFTER 3112B 



V-4-1 LOCAL MODE 

The selection of the Local mode is achieved by releasing "Local/Prog" key (K24). The phase-shift 
of the signal delivered by connector (jfT) is then controlled by four thumbwheel switches (K2l) 





V-4-2 REMOTE MODE 



The selection of the Remote mode is achieved either by pressing "Local/Prog" key (K24), or by 
sending a "0" logic level on pin 16 of programming connector ( S012 ^) , the pin assignment of which is 
indicated in figure V-10. 




Thumbwheel switches are inhibited in Remote mode and the phase-shift programming is achieved 

in parallel BCD code through positive logic TTL signals sent on connector ( S012^ ) . As for the synthesized 
frequency programming, the input circuit of the programming signals consists of a low-power TTL gate 
preceded by a R-C filter (see figure V-3 in section V-2-3). 

Pin 15 of connector (SOI?) acts as a pilot for the Local/Remote mode of the 3112B programmable 
phase-shifter, as it delivers a + 6 V voltage in Remote mode and presents a high impedance in Local Mode. 

Pin 14 permanently supplies a + 6 V voltage which can facilitate the phase-shift programming 
(maximum current : 50 mA). 



V-4-3 OUTPUT SIGNAL 

The phase-shifted signal is available on connector ( J2 iP ) at 5 n or 50 n output impedance, de- 
pending whether "50 n/5 fl" key (K22) is pressed or released. 

The (K23) " 7V/10V " key permits selection of either an e.m.f. calibrated at 7 Vpeak, or an e.m.f. 
adjustable from 0 V to 10 Vpeak through potentiometer (P2A). 



V-8 




V-5 3114B OPERATING INSTRUCTIONS 



The 3114B Search and Sweep option provides continuous variation of the frequency delivered by 
the 3100B generator synthesizer and the 3112B programmable phase-shifter. This variation can be achieved 
according to four distinct modes : Search function. Free-run Sweep, Triggered Sweep, External mode. 



V-5-I SEARCH FUNCTION 

This operating mode is obtained by leaving the three keys of keyboard (K4l) in released position 
and permits a continuous variation of the synthesizer output frequency within a preselected interpolation 
range (± 1 Hz, + 10 Hz, + 100 Hz, i 1 kHz or + 10 kHz). 




Figure V-ll SEARCH FUNCTION 

The interpolation range is selected by "Dispersion" keyboard (K44) and is displayed on the front 
panel of the 3100B synthesizer through indicators ( DS2) showing the inhibition of the digits of a weight 
inferior to this range. For example, the + 10 Hz range selection inhibits the 1 Hz, 0.1 Hz and 0.01 Hz 
digits and lights up indicator (PS?) between the switches of the 1 Hz and 10 Hz digits. 

An interpolation range being selected, potentiometer <P4l) provides continuous variation of the 
synthesizer output frequency. The value of this variation is displayed on linear scale (PS4T). whose 
"-1" and "+1" extreme graduations correspond to the entire interpolation range selected. 



5 MHz + 1 MHz OUTPUT 



The output frequency interpolation is represented by the 5 MHz + 1 MHz frequency available on 
connector ( 042^ ) at a level of about 200 mVrms/50 fl. This frequency varies by + 1 MHz for the entire 
interpolation range selected, which allows very accurate measurement of the synthesizer output frequency 
with a low-resolution frequencymeter. 

For example, measuring the 5 MHz i 1 MHz frequency with a four-digit frequencymeter provides 
10' 4 Hz resolution when the interpolation range is fixed at + 1 Hz. If the synthesizer output frequency 
is 100 kHz, the relative resolution thus reaches 10‘9. 
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As the 5 MHz i 1 MHz frequency is generated through arithmetical operations between the frequency 
delivered by the interpolation oscillator and the 10 MHz reference issued from the Time Base, the devia- 
tion of this 5 MHz + 1 MHz frequency is always exactly proportional to the interpolation of the synthe- 
sizer output frequency. The proportionality factor varies from 10 2 for the + 10 kHz range to 10 6 for the 
+ 1 Hz range. 



jlNTERPOLATION OSCILLATOR CENTERING 

Adjustment potentiometer (M3 ) allows the "0" graduation of linear scale ( 0S41^ ) to coincide with the 
S MHz frequency delivered by connector (J42) when the output interpolation is nil, as shown in fig. V-12. 
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Figure V-12 INTERPOLATION OSCILLATOR 

V-5-2 FREE-RUN MODE 

This operating mode, controlled by the "A/" key of keyboard (Ml), provides an output frequency 
sweep to the generator synthesizer through symmetrical triangular signals. 




Figure V-13 FREE-RUN MODE 
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SWEEP 



Sweep duration, equal to the half period of the symmetrical sweep signals, is adjustable from 
10 ms to 300 s through switch (K45T ) . 

The symmetrical triangular sweep signals are available on connector ( J4l) with + 5 V amplitude, 
the minimal load impedance being 1 kn. 

Ouring the rise of triangular sweep signals, socket (J45) presents a low Impedance, which can 
sink a 50 mA current. When the triangular sweep signals fall from + 5 V to - 5 V, this socket delivers 
a + 12 V voltage with high impedance. 



DISPERSION 

The dispersion range is selected on keyboard (K4?) and displayed on the 3100B front panel through 
indicators (DS2) showing the inhibition of the digits of a weight inferior to this range. 

Potentiometer (P42) permits adjustment of the frequency deviation within the dispersion range. 

For example, the adjustment of this potentiometer at half-way provides ± 5 Hz sweep around the center 
frequency when the dispersion range selected by keyboard ( K44) is + 10 Hz. 

The center frequency around which the sweep is achieved is determined by potentiometer (mT) and 
its value is displayed on linear scale ( PS4l ), whose "+1" and “-1" extreme graduations correspond to the 
entire dispersion range. 

It should be noted that the total variation introduced by the center frequency offset and by the 
sweep width must never exceed the dispersion range value. For example, when the dispersion range is fixed 
at + 10 Hz, if potentiometer (mT) provides + 8 Hz offset, the sweep width determined by potentiometer 
CP42 ) must not exceed + 2 Hz. 



5 MHz ± 1 MHz OUTPUT 

Connector (J42) delivers at an approximate level of 200 mVrms/50 Q a 5 MHz ± 1 MHz frequency which 
represents the variation of the synthesizer output frequency with i 1 HHz deviation for the whole dis- 
persion range selected. For example, when the dispersion range is + 10 Hz, if potentiometer (ImT) provides 
+ 2 Hz center frequency offset and if the sweep width is fixed at + 5 Hz by potentiometer (P42) , the fre- 
quency delivered by connector (J42T) varies from 4.7 MHz to 5.7 MHz at the sweep rate. 

The 5 MHz + 1 MHz frequency is generated through arithmetical operations between the frequency 
delivered by the interpolation oscillator and the 10 MHz reference issued from the synthesizer Time Base. 
The deviation of this frequency with respect to 5 MHz is thus exactly' proportional to the total variation 
of the synthesizer output frequency. 



INTERPOLATION OSCILLATOR CENTERING 

Adjustment potentiometer (P43) allows the "0" graduation of linear scale (0S4l) to coincide with 
the 5 MHz frequency delivered by connector (J4?) when the variation of the synthesizer output frequency 
is nil (see figure V-12, section V-5-1). 
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Figure V-14 MARKER SPACING 



Connector (J4?) delivers 21 "birdy" markers spaced every 10 t of the dispersion range. The center 
and the ends of the dispersion range are marked with three markers of about 500 mVp-p/50' a amplitude, 
whilst the other eighteen markers have an amplitude of approximately 100 mVp-p/50 fl. 

Connector (^43) delivers 21 rectified markers more particularly suited to X-Y recorders. As for 
the "birdy" markers, the space between two markers is equal to 10 % of the dispersion range. The center 
and the ends of the dispersion range are marked with three markers of about 500 mVpeak e.m.f., whilst the 
other eighteen markers have approximately 100 mVpeak e.m.f., the minimal load impedance being 1 kfl. 



V-5-3 TRIGGERED MODE 

This operating mode, controlled by the VV key of keyboard (K4l), provides a sawtooth sweep of 
the generator synthesizer output frequency. 




Figure V-1S TRIGGERED MODE 







SWEEP 



The start of thasa.tooth effects the sweep can be controlled either by pressing key rtj?) „ r 
by grounding socket <J46) on the rear panel of the instrument. ^ 

The duration of this sawtooth is adjustable fro. 10 ms to 300 s through switch <M5> However 
Z:Z ZJ&ZZC®. ! “ tet ^ "* tte bSCk * *“ before "the 

back tons 5 'Tr't fkS ''“ ,,ab,e ° n Cmnector ® » 1th 1 5 » emplitude. in so far as it is not brought 
back to its-5 V starting point before the duration fixed by <M5>. The minimal load impedance that 
connector (J4l) can receive is 1 kn. P ce th ^ 

When th“" e "j he ! 8 " t °° th r,SeS ’ S ° Cket ® «M«ts a low impedance which can sink a 50 mA current 
pedanceu 9 " 5 t0 ^ Start "' 9 P °'" t> * Ms S ” Ck " ■ * « * »»Uage with high 



DISPERSION 



The dispersion range is selected on 
3100B through indicators (DS2) showing the 
range. 



keyboard <K4?) and is displayed on the front panel of the 
inhibition of the digits having a weight inferior to this 



Potentiometer (w) allows continuous adjustment of the sweep width within the dispersion range 
For ex»p,e the adjustment at half-way of this potentiometer provides a ± 5 Hz sweep around the center 
equency when the dispersion range selected by keyboard (K44) is + 10 Hz 



The center frequency around which the sweep is achieved is 
its v^lue is displayed on linear scale (DS4?) whose “+1" and "-1" 
whole dispersion range. 



determined by potentiometer (P4T) and 
extreme graduations correspond to the 



It should be noted that the total variation brought by the center frequency offset and by the 
s,oep.,d,h must never exceed the dispbrsion range value. For example, when the dispersion range is fixed 

must not exceed 1 J" H ’°’ eter * 8 " 2 °" Mt - the sweep “< dth determined by potentiometer <pg> 



5 MHz + 1 MHz OUTPUT 



Connector (04?) delivers at an approximate level of 200 mVrms/50 ft a 5 MHz + 1 MHz frequency 
representing the variation of the synthesizer output frequency with ± 1 MHz deviation for the whole 
ispersion range selected. For example, when the dispersion range is + io Hz, if potentiometer <P4l) 
provides + 2 Hz center frequency offset and if the sweep is fixed at ± 5 Hz by potentiometer <££) the 
frequency delivered by connector <J42) varies from 4.7 MHz to 5.7 MHz at the sweep rate. < ^’ 

deliver^! T + ~l 9enerated throu * h -Hhmetical operations between the frequency 

t „ ; llTfl ° SC ;: iat0r and thC 10 MHZ ref6renCe iSSU6d the ^thesizer Tin. Base, 

of respect to 5 mhz is thus exactiy — - - — — 
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INTERPOLATION OSCILLATOR CENTERING 



Adjustment potentiometer (P4?) allows the "0“ graduation of linear scale (dsTT) to coincide with 
the 5 MHz frequency delivered by connector (J42) when the variation of the synthesizer output frequency 
is nil (see figure V-12, section V-5-1). 



MARKERS 



As in free-run mode, connectors (J43) and (J44) respectively deliver rectified markers and "birdy" 
markers spaced every 10 % of the dispersion range (see section V-5-2). 



V-5-4 EXTERNAL MODE 

This operating mode controlled by the "Ext." key of keyboard (Ml) makes possible the Search or 
Sweep of the synthesizer output frequency by means of an external signal. 




Figure V-16 EXTERNAL MODE 



SWEEP INPUT 



The search or sweep of the synthesizer output frequency is achieved by sending a - 5 V to + 5 V 
external voltage on connector (J4T) which, in this case, presents 10 k« input impedance. 



DISPERSION 



The dispersion range is selected on keyboard (K44)and is displayed on the front panel of the 3100B 
through indicators (0S2), showing the inhibition of the digits having a weight inferior to this range. 

A dispersion range being selected, the frequency variation depends both on the amplitude of the 
signal applied to connector (J4?) and on the position on which potentiometer (P42) is set. To obtain a 
frequency variation equal to the whole dispersion range, the amplitude of the signal applied to connec- 
tor (34?) must be + 5 V and potentiometer(P42) must be set on the extreme right position. 
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5 MHz + 1 MHz OUTPUT 



Connector (J4?) delivers at an approximate level of 200 mVrms/50 a a 5 MHz + 1 MHz frequency which 
represents the variation of the synthesizer output frequency with + 1 MHz deviation for the whole dis- 
persion range selected. 

As the 5 MHz i 1 MHz frequency is generated through arithmetical operations between the frequency 
delivered by the interpolation oscillator and the 10 MHz reference issued from the synthesizer Time Base, 
the deviation of this frequency with respect to 5 MHz is exactly proportional to the variation of the 
synthesizer output frequency. 



INTERPOLATION OSCILLATOR CENTERING 

Split-shaft potentiometer (P4?) permits centering of the interpolation oscillator, so that the 
"5 MHz i 1 MHz" output (J42) delivers a 5 MHz frequency when no signal is applied to connector (jTT). 



MARKERS 



As in free-run mode, connectors (J43) and <J44) respectively deliver rectified markers and "birdy" 
markers spaced every 10 % of the dispersion range (see section V-5-2). 
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VI CIRCUIT DESCRIPTION 



VI-l INTRODUCTION 

The operation of the 3100B ADRET generator synthesizer is based on the indirect frequency synthe- 
sis, making use of phase-locked loops composed of a voltage-controlled oscillator, a programmable counter 
and a phase comparator, as shown in figure VI-1. 



Feedback 

voltage 




Figure VI-1 PHASE-LOCKED LOOP PRINCIPLE 

The F frequency delivered by the oscillator is applied to the programnable counter, the N division 
rate of which is controlled by BCD programming signals. The F/N frequency provided by the programnable 
counter is then compared to an F 0 reference frequency in the phase comparator, which gives a phase-locking 
voltage allowing to maintain the F frequency of the oscillator equal to N times the F 0 reference. 

Such a phase-locked loop can thus generate ten different frequencies multiple of F 0 when the N di- 
vision rate of the programmable counter has ten different values. 



VI-1 




VI-2 CENTADE 



See block diagram on plate VI-1 and figure VI-2, as well as schematic on plate VI-3. 




from TIME BASE 



FI : 2.1 to 1.9 MHz 
to STANDARD DECADE 



F 12 : 2.1 to 1.9 MHz 
from INTERPOLATION 
(option 31 14 B) 



Figure VI-2 CENTADE 

-2 -1 

This subassembly elaborates the 10 Hz and 10 Hz increments of the output frequency, by means 
of a phase-locked loop consisting of oscillator 01, programmable counter DPI and phase-frequency com- 
parator CPI. 



Oscillator 01 generates a 19.01 MHz to 20 MHz frequency divided by the N division rate of pro- 
grammable counter DPI. The frequency delivered by this counter DPI is then compared in ^hase/frequency 
comparator CPI with a 10 kHz reference, obtained by dividing by 10 frequency F9 : 100 kHz issued from 
the Time Base. Comparator CPI thus provides a DC voltage phase-locking oscillator 01 to a frequency equal 
to N times the 10 kHz reference frequency. 

The frequency generated by oscillator 01 is divided by 10 in divider D2, then filtered in band- 
pass filter FL1 before being sent to the first Standard Decade. 

When an interpolation range is selected on option 3114B, the + 6 V supply voltage of the Centade 
is cut off. Besides, if the interpolation range is +1 Hz, frequency F12 : 2.1 MHz/1.9 MHz is substituted 
at filter FL1 for the synthesized frequency (see section VI-11). 
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PRINCIPLE OF PROGRAMMABLE COUNTER DPI 




N : 2000 to 1901 



Figure VI-3 PRINCIPLE OF COUNTER DPI 



Programmable counter DPI mainly comprises a divider by 19 or 20. a fixed divider by 100 and a 
Binary Module Comparator. This latter compares the state of the fixed divider with the value P : 0 to 99 
of the programming signals and determines the division rate of the front divider, equal to 19 as long as 
the state of the fixed divider is inferior to P, and equal to 20 during the remaining of the counting 
cycle. 



The overall division rate N : 2000 to 1901 of counter DPI is thus expressed as follows : 

N = 19 P + 20 (100 - P) 

The divider by 100 consists of two 74 LS 90 decades (integrated circuits SN5 and SN6, plate VI-3). 
The divider by 19 or 20 consists of a 7495 shift-register mounted as a divider by 4 or 5 (integrated 
circuit SN2), two J-K flip-flops mounted as a divider by 4 (integrated circuit SN4) and NAND gates (inte- 
grated circuit SN3) allowing the division rate of the whole unit to be fixed at 19 or 20. 

The Binary Module Comparator consists of a coincidence circuit (integrated circuits SN7, SN8 and 
SN9) followed by a J-K flip-flop (integrated circuit SN10) delivering the control information to the 
front divider. 



PRINCIPLE OF THE PHASE/FREQUENCY COMPARATOR 

The principle of the phase/frequency comparator consists in generating pulses with a width pro- 
portional to the phase-shift of the two signals compared, then in integrating these pulses so as to obtain 
a DC voltage permitting the phase-locking of an oscillator. 

When the F 0 and F x compared frequencies are identical, the phase/frequency comparator operates like 
a phase comparator. When these two frequencies are unequal, the phase/frequency comparator indicates which 
one is larger, whence its appellation "phase/frequency comparator". 
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As shown in figure VI-4, the digital part of the phase/frequency comparator consists of two J-K 

flip-flops, the Q1 and Q2 outputs of which are applied to a NAND gate reacting on the Clear input of 
each flip-flop. 




Figure VI-4 PHASE/FREQUENCY COMPARATOR 



The F q and F x signals to be compared are applied to the CP and J inputs of each flip-flop. Since 
the K inputs are grounded, the negative-going edges of each of the F 0 and F x signals bring about a "1" 
log 1C level on the Q output of the corresponding flip-flop. On account of the reaction of the NAND gate 
on the Clear inputs, the Q1 and Q2 outputs return to the "0" state once they have both reached the "1" 
state, after a short time equal to the propagation time of the NAND gate. In practice, two interters are 

cascaded with the NAND gate, in order to provide a longer propagation time and thereby a larger output 
pulse width. 

The width difference between the pulses delivered by the Q1 and Q2 outputs is thus proportional 
to the phase-shift between the F 0 and F x signals. A DC voltage proportional to this phase-shift is then 

obtained by integrating the output pulses through the differential integrator composed of transistors 04 

Q5 and Q6. 



VI-4 




VI-3 STANDARD DECADE 



See block diagram on plate VI-1 and figure VI-5, as well as schematic on plate VI-4. 



2.1 to 1.9 MHz 
from CENTADE or 
STANDARD DECADE 




2.1 to 1.9 MHz to 
STANDARD DECADE or 
TWENTY -INCREMENT 
UNIT 



F 12 : 2.1 to 1.9 MHz 
from INTERPOLATION 
{option 3114 B) 



F9 :100 kHz 
from TIME BASE 



Figure VI-5 STANDARD DECADE 



Each Standard Decade comprises a phase-locked loop elaborating ten frequency steps, together with 
mixing circuits allowing the incorporation of frequency steps elaborated in the preceding Decades. 

Oscillator 02 delivers an 18 MHz to 17.1 MHz frequency, divided by N : 180 to 171 in programmable 
divider DP2. The output frequency of DP2 is then compared to reference frequency F9 : 100 kHz coming from 
Time Base in phase/frequency comparator CP2, which provides a feedback voltage keeping the frequency of 
oscillator 02 equal to N times 100 kHz. Since N varies from 180 to 171 according to the BCD programing 
signals applied to DP2, this phase-locked loop elaborates ten 100-kHz frequency steps. 

The 18 MHz to 17.1 MHz frequency generated by oscillator 02 is fed to mixer Ml, receiving on the 
other hand frequency FI, F2, F3 or F4 from the Centade or from the preceding Standard Decade. Filter FL2 
selects the additive mixing of these two frequencies, and delivers a 20-MHz to 19-MHz signal that is 
successively amplified by A3, divided by 10 in divider D3 and filtered by band-pass filter FL3. 

, The output frequency of each Standard Decade includes therefore the ten frequency increments 
generated by this Decade, together with the frequency increments elaborated in the preceding subassemblies 
of the iterative synthesis chain. 



The selection of an Interpolation range higher than the weight of the frequency increments elabo- 
rated in the Standard Decade entails the inhibition of this Decade by switching off its + 6 V supply 
voltage. Besides, in the Standard Decade generating frequency increments whose weight is equal to one 
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tenth the Interpolation range, the synthesized frequency is replaced at filter FL3 by frequency F12 : 

2.1 MHz/1.9 MHz coming from option 3114B (see section VI-11). 

For instance, selecting a + 1 kHz Interpolation range causes the inhibition of the first three 

Standard Decades, while frequency F12 is substituted for the synthesized frequency in the third Standard 
Decade. 



PRINCIPLE OF PROGRAMMABLE COUNTER DP2 




Figure VI-6 PRINCIPLE OF COUNTER DP2 



The progranmable counter DP2 consists essentially of a divider by 17 or 18, a divider by 10 and 
a coincidence circuit comparing the state of the divider by 10 with the value P : 0 to 9 of the BCD 
programming signals. 



During each counting cycle, this coincidence circuit makes the division rate of the front divider 
P times equal to 17 and 10-P times equal to 18. The overall division rate N may thus be written : 

N = 17 P + 18 (10 - P). 

The divider by 10 consists of a 74 LS 90 decade counter (integrated circuit SN9, plate VI-4). 

The coincidence circuit is made of three NAND gates (integrated circuit SN10) decoding- the various 
states of the divider by 10 according to the table of figure VI-7, and of four NOR gates detecting the 
coincidence between the programming signals and the divider states decoded by the NAND gates. 

For instance, if a "0" logic level is applied to code inputs I - 2 - 4 and it a “1" logic level is 
applied to code input 8, the coincidence circuit detects states 2-3, 4-5-6-7 and 9 of .the divider by 10. 
The front divider divides therefore 7 times by 17 and 3 times by 18 during each costing cycle, which 
gives N = 173 as overall division rate. 



VI-6 



The front divider consists of a divider by 8 (integrated circuits SN5 and SN7 , plate VI-4) preceded 
with a divider by 2, 3 or 4 (integrated circuits SN5 and SN6) whose division rate is controlled by two NOR 
gates (integrated circuit SN8). 
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Figure VI-7 DECODING OF DIVIDER BY 10 



Depending whether the front divider must divide by 17 or by 18, this division rate is respectively 
equal to 3 or 4 one time per cycle of the front divider, and equal to 2 the rest of the time. 



VI-4 TWENTY-INCREMENT UNIT 

See block diagram on plate VI-1 and figure VI-8, as well as schematic on plate VI-5. 

This subassembly elaborates the 10 4 Hz and 10 5 Hz increments of the output frequency, while incor- 
porating the 10-2 hz to 10 3 Hz increments carried by frequency F5 : 2.1 MHz/1.9 MHz issued from the fourth 
Standard Decade. 

The elaboration of the 10* Hz and 10 5 Hz increments is achieved by means of a phase-locked loop 
including oscillator 03, programmable counter DP3 and phase/frequency comparator CP3. Oscillator 03 
delivers a 6.44 MHz to 7.2 MHz frequency that programmable counter DP3 divides by N, respectively com- 
prised between 180 and 161. The frequency issued from this DP3 counter is then compared in phase/frequency 
comparator CP3 with a 40 kHz reference obtained by dividing by 5 frequency F10 : 200 kHz issued from the 

Time Base. Comparator CP3 thus provides a DC voltage phase-locking oscillator 03 to a frequency equal to N 
times the 40 kHz reference. 
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The collection of the ID' Hz to 10 3 He increments carried by frequency F5 and the 10 4 Hz and 
t increments of the output frequency Is achieved through a second phase-locked loop including 
oscillator 04, .iter M2, filter FLS, amplifier .6, divider D7 and phase/fr.quency comparator CP4. 




Figure VI-8 TWENTY-INCREMENT UNIT 
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. MHz to 6.44 MHz frequency generated by oscillator 03 and filtered by band-pass filter FL4 The 

ZT r» . JL1 tW °. I re, “ e " C,e! '* Se, “ ted * the “"H- «ner FL5, thus deleting a 

' ‘ , ‘" Z »fter amplification by A6 and division by 2 in divider 07, this frequency 

IS applied to phase/frequency comparator CP4 , where it is comoared with th f q y 

420 kHz to 3flO tu, nhfa . . . .. ere it is compared with the frequency variable from 

kHz to 380 kHz obtained by dividing by 5 in divider D6 frequency F5 • 2 1 MHz/I q m, ie ^ , 

“ c r~ 

ated by oscillator 03 and the increments elaborated in the 
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PRINCIPLE OF PROGRAMMABLE COUNTER DP3 



Programmable counter DP3 consists of two 74 163 binary dividers (integrated circuits SN2 and SN3 
figure VI-9 and plate VI-5) whose certain output states are detected by four NAND gates (integrated cir 
cuit SN5) controlling the parallel loading of the programming signals. 



F/N output F input 




Figure VI-9 PRINCIPLE OF COUNTER DP3 



The presence of two dividers by 16 provides 16 2 = 256 different logic states, in which N : 

180 to 161 are actually used during each counting cycle. These N logic states correspond to the dif- 
ference between the state detected by the NAND gates of integrated circuit SN5 and the value of the 
parallel loading of the two dividers by 16. 

The parallel loading is achieved after a "0" logic level has appeared on the "Load" input of the 
two dividers, which requires both that SN2 has reached the 1111 state and that the Qa, Qb, and Qd out- 
puts of SN3 satisfy the following equation, in which X is the TO programming signal of counter DP3 : 

Qa (X.Qb + Qd) = 1 

Two cases can then be considered depending on whether X = 1, corresponding to an N division rate 
comprised between 180 and 171, or X = 0 corresponding to N comprised between 170 and 161. 

a) X = 1 

In this case, the "0“ level appears on the "Load" inputs when SN2 reaches the 1111 state and SN3 
the 0011 state, which corresponds to the state (15 x 16) + 3 = 243 of counter DP2. 



VI-9 







The parallel loading which occurs at the clock pulse following the appearance of the "0" level 
on the "Load" inputs makes SN2 return to the 0100 state, whilst SN3 is loaded at the value P : 0 to 9 
programmed by the four 1 - 2 - 4- 8 coding signals. This parallel loading of the two dividers corres- 
ponds to the state (4 x 16) + P = 64 + P of counter DP2. 

As the N division rate is equal to the number of states comprises between the 243 final state and 
the 64 + P initial state of the counter, the result is : N = 180 - P. 



b) X = 0 

In this case, the "0" level appears on the "Load" inputs when SN2 reaches the 1111 state and SN3 
the 1011 state, which corresponds to the (15 x 16) + 9 = 249 state of counter DP2. 

The parallel loading which occurs at the clock pulse following the appearance of the "0" level on 
the "Load" inputs makes SN2 return to the 0101 state, whilst SN3 is loaded at the value P : 0 to 9 pro- 
gramed by the four 1 - 2 - 4 - 8 coding signals. This parallel loading of the two dividers corresponds 
to the (5 x 16) + P = 80 + P state of counter DP2. 

The N division rate, equal to the number of states comprised between the 249 final state and the 
80 + P initial state, becomes in this case : N = 170 - P. 



VI-5 OUTPUT MIXER 



See block diagram on plate VI-1 and figure VI-10, as well as schematic on plate VI-6. 



F7 : 0 to 200 kHz F6 : 8 to 7.2 MHz from F8 • 0 to 200 kHz 

channel A TWENTY - INCREMENT UNIT channel B 




F 1 1 :2 MHz 
from TIME BASE 



Figure VI-10 OUTPUT MIXER 



This subassembly delivers the output frequency of the synthesizer in the form of two signals in 
phase quadrature. 
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Frequency F6 : 8 MHz/7.2 MHz issued from the Twenty-Increment unit is amplified by A7, then 
divided by 4 in Johnson counter D8, which provides two signals phase-shifted by 90° with a 2 MHz to 
1.8 MHz frequency. 

Two mixers M3 and M4 mix these signals with frequency Fll : 2 MHz issued from the Time Base, 
this frequency being pre-ampl ified by A8 and filtered by band-pass filter FL7. 

The selection by low-pass filter FL5 of the substractive beat between the signals sent to mixer 
M3 provides the F7 output frequency of channel A of the synthesizer. After amplification by A9, this 
frequency is directed both towards the Function Switch, connector on the rear panel of the instru- 
ment and, where applicable, towards option 3112B. 

In the same way, low-pass filter FL6 selects the substractive beat between the signals sent to 
mixer M4 and delivers the F8 output frequency of channel B of the synthesizer. After amplification by. 

A10, this frequency is directed both towards the Function Switch, connector and , where applicable, 
towards option 3112B. 



VI-6 FUNCTION SWITCH 



The waveform and the amplitude of the generator synthesizer output signals are determined by the 
Function Switch, whose schematic is on plate VI-9. 



The F7 sine wave issued from the Output Mixer is, depending on the (kT) keyboard conmand, changed 
into positive, symmetrical or negative square waves through hysteresis comparators SN1 and SN2, or trans- 
mitted in its original form to the Output Amplifier. In both cases, depending on the position of keyCj^T), 

a resistor bridge and potentiometer (7T) provide a calibrated or continuously variable output level to 
main output A. 



The F8 sine wave issued from the Output Mixer is always transmitted by the Function Switch without 
change of waveform. Depending on the position of key(j<3} a resistor bridge and po tent iome ter (p£) 
provide a calibrated or continuously variable output level to main output B. 



VI-7 OUTPUT AMPLIFIER 

The Output Amplifier, the electrical diagram of which is on plate VI-7, provides 10 Vpeak e.m.f. 
to the signals issued from the Function Switch. This amplification is performed on channels A and B ' 
respectively through two identical amplifiers All and A12, each comprising three stages with complemen- 
tary transistors. 



VI-8 TIME BASE 

See block diagram on plate VI-1 and figure VI-11, as well as schematic on plate VI-8. 

The elaboration of the synthesizer output frequency is achieved from a 10 MHz reference, succes- 
sively divided by 5 in divider D9 and by 10 in divider DIO. These two dividers respectively deliver fre- 
quency Fll : 2 MHz aimed at the Output Mixer and frequency aimed at the Twenty-Increment unit. 

When switch (kTo) is on the “Internal" position, this 10 MHz reference, available on connector Cd?) 
at an approximate level of 100 mVrms/50 q, is generated by crystal oscillator 05. 



VI-11 




When switch (KK))is on the "External" position, crystal oscillator 05 is inhibited and the 
frequency synthesis is achieved from an external reference applied to connector . 



F 13 :10 MHz to 
INTERPOLATION 
(option 31 14 B) 



F 10 : 200 kHz to 

TWENTY - INCREMENT UNIT 




F 11 :2 MHz to 
OUTPUT MIXER 



© 



10 MHz Input/Output 



Figure VI-11 TIME BASE 



VI -9 PROGRAMMABLE ATTENUATOR OPTION 3 1 1 1 B 

See block diagram on plate VI-2 and schematics on plates VI-13, VI-14 and VI-15. 

The programmable attenuator includes ten n cells having the following values : 0.1 dB - 0.2 dB - 
0.4 dB - 0.8 dB - 1.6 dB - 3.2 dB - 6.4 dB - 10 dB - 20 dB - 40 dB. 

« 

The 10 dB steps of the attenuation are provided by the 10 dB, 20 dB and 40 dB cells, directly 
controlled in parallel BCD code. 

The 0.1 dB and 1 dB steps of the attenuation are achieved through the 0.1 dB to 6.4 dB cells. 
These cells are controlled in binary code by two 4008 adders (integrated circuits SN1 and SN2, plate 
V I - 13 ) performing the BCD/Binary transcoding. 

For example, a 14.9 dB attenuation is obtained by validating the 10 dB cell as well as the 3.2 dB, 
1.6 dB and 0.1 dB cells. 

The parallel BCD signals programming the attenuation come either from the Switch Decoding circuit 
(plate VI-14) in Local mode, or from the Code Filter (plate VI-15) in Remote mode. 
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VI-10 PROGRAMMABLE PH ASE -SH I FTE R OPTION 3112B 



See block diagram on plate VI-2 and figure VI-12, as well as schematics on plates VI-15 VI-16 

VI-17 and VI-18. 




The elaboration of the phase-shifted signal is achieved by multiplying the signals issued from 
channels A and B of the Output Mixer by two DC voltages representing respectively the cosine and the sine 
of the + phase-shift angle, then by adding the signals obtained. This elaboration process of the phase- 
shifted signal corresponds to the mathematical formula : 

sin (ut + 4 >) = cos $. sin ut + sin 4 . cos wt 

The DC voltages representing cos * are generated from three 3 kHz signals, respectively phase- 
shmed from - 90°, - ♦ and - (90° + ♦) with regard to a reference signal. These signals are obtained by 
dividing a 10.8 MHz frequency by 3600 through a counter by 100, two counters by 36 and two coincidence 
circuits allowing the $ phase-shift programming. 
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Vl-io-l DIGITAL PHASE-SHIFT 



This subassembly, whose schematic is on plate VI is 
the DC voltages representing cos * and sin * are elaborated d<9ital S1 ' 9nalS ^ Which 

Of two 74 162 decades ( Integra t^Tcir^ 15 by 10 ° C0Unter 021 insisting 

counter D21 is divided by 36 in counter D22 which ’•! ^ VM6) ' ^ ^ ^ frequenc ^ issued from 

steps programming of the * phase-shift and four 3 kHz^gnals^ ^ the 10 ° a " d 1W- 

khz signals in phase quadrature. 

The BCD signals are provided by a divider l . . . 

cults SN4 and SN5) whose synchronous reset is ens h k °" S " 9 ° f tw0 74 162 decade s (integrated cir- 

the state 35 of the divider. The signals in 9 *** (inte9rated circuit, SN13) detecting 

sisting of two d-K flip-flops (inti III TTT * 3 J ° hnS ° n ^ 

the divider by 36, so as to deliver 3 kHz frequency ^signaU. ^ rate as 

programming signals of the oll^andV^tell 9 coincide "ce circuit receiving the 

exclusive-OR gates (integrated circuits SN6 and SN71 $ h aS6 ‘ Shlft ' Thl ' S coin d d ence circuit, made up of 
tute a wired AND, transmits to counter D23 a 108 kHz f ^ ** S ° 35 t0 consti - 

equal to the programmed value of the 0.1° and 1° requenc ->' dela > ed hy the number of clock pulses 
(integrated circuits SN8 and SN9) followed by a jlh^' ° Unter ° 23, whlch insists of two dividers by 3 
frequency by 36 and delivers four 3 IIz ^l -"^(integrated circuit SN10). divides this 

circuit (integrated circuits SN11, SN12 and SN14) rlc^^inTthTecT " "T eXClUS1 ' Ve -° R COi " cide - 
the programming signals of the 10° and 100° steos nf \ ® signals issued from counter D22 and 

counter, so that its output s, g „a,s are base-sh f 1 ‘ * controls the reset of this 023 

counter D22. POm * Wlth re 9 ard to the signals delivered by 



V 1-10-2 GENERATION sin * / cos * 

This subassembly, whose schematic is on plate VI-17 »i a h * 
cosine and the sine of the * phase-shift angle. ’ ° r3teS the ° C vo1ta 9 es representing the 

The signal phase-shifted from - 90° that count*,- n79 . ,• 
fi’ter FL21 preceded with amplifier A21. The gain oTthi! a TS"* '* * b3 " d * pass 

detection performed by mixer M21 followed by low-pass filter P FL2? er I- throu 9 h a synchronous 

sine wave delivered by filter FL21. L22, WhlCh provides a constant level to the 

On the other hand, mixer M22 followed by low-pass filter fi pi u- 
this sinusoidal signal and the 0° reference sianal h i • 3C 1CVeS 3 Ph3Se detect i° n between 

provides a 0C voUa,e phase-, „ ck i„ g esclnlt:; 9 :! "^7* « 

brings no phase-shift. cequency for which band-pass filter FL21 



phase-shiftld^by £! ~ - — ,2, ,„ d the s i 9 „a, 

voltage representing cos <p. ° V1 GS dt the out P ut of low-pass filter FL24 a DC 



FL2, a l\T ““ " ay ' “ iXer B2<l Perf0 ~ s fluency beat betuee 
1 and the signal phase-shifted by - (90° + *1 i cc 

of low-pass filter FL25 a Df volt } ^ C ° Unter 

L2b a DC voltage representing sin $. 



sine wave delivered by filter 
so as to obtain at the output 
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VI-10-3 OUTPUT CIRCUIT 



multiM “ wb ““ sch< ™ ,,c » P’«e *■-«. delivers the sin (., ♦ ») oetpot signal by 

.dlt, plying the sine .eves issued from channels » end 8 of the Output lifter by the two OC voltages 

generate In the preceding subassembly. Linear multiplier M25 realites the product between the voltage 

representing cos , and the F7 signal Issued fr. th, Output Kleer. -,11st the product between the tag, 

representing sin * and the F8 signal Issued fr*» th* rt.tn..* m< * ., . Wge 

9 issued fro. the Output Mixer Is carried out by linear multiplier M26. 

C ° S *■ Sln Wt and Sin C0S wt si 9 nals respectively delivered by M25 and M26 are sunned up in 
curren adder A22. which thereby provides a sine wave phase-shifted from * with regard to the signal of 

channel » of the synthesiser. The level of this phese-shlfw signal is adjusted b, pot.nt1o.ter (p5T> 

io rrr* *, res T or bHd9e ' then m ^ * ° ut|,,t <«»•<*•■■ (szd V i 

10 Vpeak electromotive force. . y v 



VI-11 SEARCH AND SWEEP OPTION 3114B 

See block diagram on plate .1-2 and figure VI-13, as .11 as sch-tics on plates .1-19 and VI-20 
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The Search and Sweep option delivers frequency F12 • 2 1 mh 7 /i o mu, u- u 

of the FI to ff fr'or* • * * /1*9 MHz which, substituted for one 

?j:zzz:zt:t * *• c ~~ - *• s — *««•*. p-**. . «* j: 

~ » the jz, . ~ rters r a, ” ed * beat b "“ M - * 

~ — - = » - -- - - ^ .;rj ^rr :2 e t;r“ 

VI-ll-l SWEEP 

This subassembly, whose schematic is on plate VI-19 d»liw»-c f u • , 

of interpolation oscillator 041 arrm-Hi ♦ ’ 6 S1gna ^ controlling the frequen< 

oscillator 041 according to the operating mode selected on keyboard <K4T). 

In Search mode, the frequency of oscillator 041 is adjusted through potentiometer (P 4 ?). 
sibly a^nuL\TbTp^n;^L f ®: y <$ C ° ntr ° lled * V ° 1U9C W,1 * d <©• pos- 

ensuring the sweeping of osc^H^tor ^rTh^d 0 '" ^ ^ 1nt * 9rat0r A42 de1iver symmetrical triangles 
network switched y s f ^ th h * ^ tria " 9leS thr0U9h 3 ^isto 

.t «— ««,,« Tz 10 * s and 300 s - ,he “ pmude “ ntro ' 

position of a DC voltage determined by potentiometer OtA ° ' T "' dth ' W, ” le the 1 “ P ' r ‘ 

frequency around which the sweep is achieved. continuous adjustment of the center 

In Triggered mode, the frequency of oscillator 041 is sweDt bv a sawt™th 
hysteresis comparator A43 and integrator aa? u ^ ■ P y saw tooth generated through 

flip-flop delivers at tl ^ ^ ^ ^ 3 ° B - 5hot C1>Cuit * « ™P-flop. This 

back to its origin. s^te^re s ^-H? ^ ^ ^ ***"«<* curator 

the appearance If llTl^l L JTs ^ ® * - 0 ‘ '***' “ caose 

is pressed or onti, a , s . W , (M „ T ^ ® 

provides — 



VI -11-2 IKTERPOLATIO* 

-n .s T :: zz n ' 2 °- de,, ” ri ,rewncy n2 ; *■« wp/i - 9 * » 

generator synthesiier. r " >rese, ’ t ' n 3 the 0ut P ut frequency variation of the 

Oscillator 041 generates a frequency variable from 21 MHz to 19 MHz fr™ „• „ , 

2.1 PWz/1 9 w 7 k j • j a nf1Z t0 19 MHz> froffl whlc h frequency F12: 

— — -- ™ ~ - - -n 

Wixer m and band-pass filter FL43 make a substractive beat between tK. r 
previously filtered by band-pass filter FL41 ^ f frequency of oscillator 0. 

«s this 75 *, frepnc, ,S directly derived 'fr. freooency fT“l0 -I’t^'dT'^ """ fLK ' 
-Ohio selection, the sobstractie, «a, s.l^«d by filter FLO besides a S^f. T« ^ ' * nd 

variation represents exactly the ..elation of the synthesizer ootpot fre*e«y. " 2 

■*. t :*:z: :7r:\zzz :z b " r " 8asa is dd ^ - *» - -- ». - 

pq.ses and 1 *Z freqoenty poises hav, g a ^^ u j. “* “ 

applied to sampler N47. receivino on tn! ' T f, rs, ones. These poises are 

d. receiving on the other band, the 71 *,/„ fregnenc, generated by 



VI-16 



oscillator 041. Low-pass filter FL44 selects the 21 coincidences between the frequency of oscillator 041 
and the sampling pulses, which provides 3 markers indicating the center and the ends of the dispersion 
range as well as 18 intermediate markers. The markers issued from low-pass filter FL44 are directly 
available on connector (^J44)whilst connector (j43) delivers amplified and rectified markers. 
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OPTION IEEE BUS OPERATING INSTRUCTIONS 



This option made of two boards translates the IEEE bus information into 
parallel BCD signals. It substitutes in programming to the local synthesizer 
controls. 

The board connecteur isolate the IEEE bus signals from those of the 
instrument. 

The board bus carries the exchange protocol of the IEEE bus, the address 
recognition, the Local/Remote control and the five registers decoding. Four 
of them, namely A, B, C and D are used by the wired options of the 
instrument (3111 and 3112), and the fifth register is reserved to the fre- 
quency programmation. 

Both option 3111 and 3112 can be programmed by either registers A, B, C 
or D. * 

The frequency is programmed by hundredths of a Hz steps. 

The phase shift is programmed by tens of a degree steps. 

The attenuation is programmed in tens of a dB steps. 

The message is enabled by a carriage return (RC) a question mark (?) or a 
end of message trigger. 

Functions : AH1, T0, SH0, LE0, SR0, RL2, TE0, LI, PP0, DC1, DTI, C0. 





F 

i 


D 




F 

* 


D 

♦ 


C 

♦ 


® 


3100 


option 1 




© 


3100 


option 1 


option 1 





F D C e F 0 C B A 





* Definition of the programming prefix corresponding to the wired option. 
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IEEE BUS OPTION BLOCK DIAGRAM 




10° a 10 7 10° a 10 3 10° a 10 3 10° k 10 3 10° a 10 3 
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F B A 




f D C B A 

cvj r— t— r- 



fso, fsr> 






HP 85 address 0 


HP 9825 address 0 


PET address A 


a) phase 


10 OUTPUT 700; "F100000A0 


0 wrt 700. "F100000A0" 


10 OPEN 1.A 


sweep 


20 FOR X = 0 to 3500 STEP 10 


1 for X = 0 to 3500 by 10 


20 PRINT « 1. "F100000A0" 




30 OUTPUT 700; "B", X 


2 wrt 700. "B". X 


30 FOR X = 0 to 3500 STEP 10 




A0 NEXT X 


3 next X 


A0 PRINT # 1. "B". X 




50 GOTO 20 


A gto 1 


50 NEXT X 
60 GOTO 30 


b) level 


10 OUTPUT 700;"F1000008100" 


0 wrt 700. " F 100000B 100" 


10 OPEN 1, A 


sweep 


20 FOR X = 0 to 500 STEP 10 


1 for X = 0 to 500 by 10 


20 PRINT » 1, "FI 00000B 1 00" 




30 OUTPUT 700; "A", X 


2 wrt 700. "A", X 


30 FOR X = 0 to 500 STEP 10 




A0 NEXT X 


3 next X 


A0 PRINT « . "A". X 




50 GOTO 20 


A gto 1 


50 NEXT X 
60 GOTO 30 


c) frequency 


10 DISP "Start frequency" 
OINPUT F 


0 enf'Start frequency", F 


10 OPEN 1 , A 


sweep 


20 DISP "Stop frequency" 
©INPUT X 


1 ent"Stop frequency". X 


20 PRINT"Start frequency" : 
INPUT F 




30 OUTPUT 700 ; "A0" 


2 wrt 700. "A0" 


30 PRINT"Stop frequency": INPUT X 




A0 FOR J = F to X STEP 10 


3 for J = F to X by 10 


A0 PRINT * 1. "A0" 




50 OUTPUT 700 ; "F», J 


A wrt 700, "F". J 


50 FOR J = F to X STEP 10 




60 NEXT J 


5 next J 


60 PRINT n 1, "F", J 




70 GOTO 10 


6 gto 0 


70 NEXT J 
80 GOTO 20 


d) phase 


10 DISP" Frequency" /©INPUT F 


0 ent ,f F requency". F 


10 OPEN 1.A 


than 


20 OUTPUT 700; "A0F", F 


1 wrt 700. fl A0F f \ F 


20 PR INI" Frequency": INPUT F 


level 


30 FOR X = 0 to 3500 STEP 10 


2 for X = 0 to 3500 by 10 


30 PRINT # 1. "A0F". F 


sweep 


A0 OUTPUT 700 ; "0", X 


3 wrt 700, "D". X 


A0 FOR X = 0 to 3500 STEP 10 




50 NEXT X 


A next X 


50 PRINT t 1. "D". X 




60 FOR X = 0 to 500 STEP 10 


.5 for X r 0 to 500 by 10 


60 NEXT X 




70 OUTPUT 700;"A", X. »B". 
X, »C", X 


6 wrt 700. "A". X. "B". X. 
"C", X 


70 FOR X = 0 to 500 STEP 10 




80 NEXT X 


7 next X 


80 PRINT * 1. "A". X. "B". X, 
"C". X 




90 GOTO 10 


8 gto 0 


90 NEXT X 
100 GOTO 20 
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